
Stone-Veneer ®

... designed by nature

Fig.:Stone-Veneer ®  Panel  (detail)
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Stone-Veneer ® Panel Sizes:
Construction:Construction:
12,0mm MDF grooved 4x15mm
Surface pre-finished (Protection)
Panel tongue colour anthracite or grey
Thickness approx.: 13,5mm
Weight approx.: 4,5 kg/m²

Designs:  available from stock

Autumn Slate ! ! !
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Autumn Slate ! ! !
Autumn white Slate !  !
Autumn rustic Slate ! ! !
Black Slate Slate !  !
Copper Quartzite Slate ! ! !
Jeera Green Quartzite Slate ! ! !
Multi Color finish black Slate !  !
Ocean Green Quartzite Slate ! ! !
Silver Shine Quartzite Slate ! ! !
Terra Red Slate ! ! !
Sahara Sandstone !  !

Stone-Veneer ®   Panel

Create exclusive and natural wall coverings the 
easy way!

Richter Veneer Technology offers all the
fascinating Stone-Veneer colors as easy to handle 
wall covering with a concealed screw system.

Stone-Veneer ®  Panels  are grooved all around 
and ready to install. The matching fastening strip 
acts as a grout design element. Grout colors are 
available in grey/silver and anthracite/black. 
The screws are inserted into the panel tongue 
and are invisible. Can‘t get any easier

Stone-Veneer ®  Panels  are surface •nished and 
withstand regular daily use.




